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Sat April 27, 1963

HT4/5 Fila Processor I

48 of Thurs April 253

Senglitometric teats on the liquid bearing
mock up have continued. [l had some new traces ty
densitometer scross the 9" width of some samples
whieh they were pleased with. Visual inspection
of the samples showed no blotches or mottling.
Further tests with additional fims will be condueted.

Machine asgembly has started. Dettom
frame and tanks of the precessor are going together,
Assembly ef compenents inte the Trames of the
gservice unit and the mix and replenlsh unit have
also been gtarted,

Avisit of Hduring the week of 6«10
May will be very timely. enstrustion detalls cgn

be examined and sensitometric tests witneased and
results reviewed.,

The speed contreller was reviewed in some
detall., They will use stepper motors driven by &
voltage pulse train., The fregquency of the pulses
ean be varied te give variable apeed., It appecars
that the speed can be very accurately controlled
over the full speed range and there should be ne
diffadulty meeting the accuracy spec. There is
inherent cogging in a atepping device hut Bl velieves
this can be eliminated by a flywheel and spring
coupling. It will be tested on the mockup.

has net received the contract for this
machine yet, There has been ne further word whether
the spec should be 25 fym or 20 fpm in the spec,
The question may be unimpertant as the machine 1l1a
being designed to transpert fidm at 60 fpa.
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